
ORFS (O-Ring Face Seal)
ORFS type hose prevents the leaking of
hydraulic oil.

Battery Locking System

High quality AC motors 

O-Ring HOSE

Enclosed motors prolong durability. No brush and no commectator.
(No arc and no spark)

A concentrated fuse box for
easy inspection

Hydraulic motor Battery Disconnect Lever
/ Switch

Easy battery replacement
Battery change is easy with swing-up compartment and slotted overhead guard. Opening 
and closing of battery cover is made easy with a gas-spring assist cylinder.

Steering Sensor

Oil Tank Port

Easy to Check Brake Oil Level

Strong Overhead Guard
The safety overhead guard exceeds 
EEC and ANSI regulations and protects the
operator during hazardous work.

Parking Brake
Ratchet type parking brake requires less
effort from the operator to set.

Rear Safety Lamp
Rear combination lamps with turn signal
lamps, tail lamp and brake lights are
positioned for high visibility to ensure
safety.

High Durability & Simple Arrangement
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High Visibility Headlights &
Rear Work Light

DC-DC Converter
DC-DC converter exceeds UL & CE
requirements to prevent short circuit,
overload and reverse polarity

Battery change is easy with a swing-up compartment and a slotted overhead guard.
Opening and closing of the battery cover is made easy with a gas-spring assisted cylinder.

Easy Maintenance & Serviceability

Some of the photos may include optional equipment.

An ideal arrangement of
component parts 
ensures easy access and
convenience for
maintenance.

Hand Grip & Large Footboard  
Wide“open”step and large hand grip offer
convenience and safety when entering
and exiting the truck.
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Various Attachments

Optional Items

Load Capacity

2,300

lbWeight

Load Center(in)
24 28 32 36 565240 4844 60

2,800

3,300

3,800

4,000
V 129 in MAST

V 145 in MAST

V 82 in MAST

V 196 in MAST  

V 177 in MAST  

1,200

lbWeight

Load Center(in)
24 28 32 36 565240 4844 60

2,000

2,800

3,600

4,000 TF 169 in MAST

TF 145 in MAST

TF 185 in MAST

TF 255 in MAST
TF 275 in MAST

TF 255 in MAST

TF 275 in MAST

TF 255 in MAST

TF 275 in MAST

TF 216 in MAST  

2,700

lbWeight

Load Center(in)
24 28 32 36 565240 4844 60

3,300

3,900

4,500

5,000
V 129 in MAST

V 145 in MAST

V 82 in MAST

V 196 in MAST  

V 177 in MAST  

1,500

lbWeight

Load Center(in)
24 28 32 36 565240 4844 60

2,500

3,500

4,500

5,000
TF 169 in MAST

TF 145 in MAST

TF185 in MAST

TF216 in MAST

3,300

lbWeight

Load Center(in)
24 28 32 36 565240 4844 60

4,000

4,700

5,400

6,000
V 129 in MAST

V 145 in MAST

V 82 in MAST

V 196 in MAST  

V 177 in MAST  

1,800

lbWeight

Load Center(in)
24 28 32 36 565240 4844 60

3,100

4,400

5,700
6,000

TF 169 in MAST
TF 145 in MAST

TF 185 in MAST
TF 216 in MAST

TF 255 in MAST

TF 275 in MAST

3,600

lbWeight

Load Center(in)
24 28 32 36 565240 4844 60

4,400

5,200

6,000

6,500
V 125 in MAST

V 153 in MAST

V 114 in MAST

V 192 in MAST  

V 173 in MAST  

2,000

lbWeight

Load Center(in)
24 28 32 36 565240 4844 60

3,300

4,600

5,900

6,400
TF 169 in MAST

TF 145 in MAST

TF 185 in MAST
TF 216 in MAST
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20BC-7 25BC-7 30BC-7 32BC-7

Mast 
3-Stage Full Free Lift

Fork(in)
35.4 / 39.3 / 41.3 / 47.2 / 53.1 / 59.0 / 64.9 / 70.8

Overshoe(in)
59.0 / 66.9 / 70.8 

Tire
Smooth Rubber Type
Non-Marking (Lug or Smooth Type)
Cold Storage
Dual Voltage (36/48 V)

UL EE
Finger Tip Control

Side Shift Hinged Fork Hinged Bucket Rotating Fork Push Pull Rotating Roll Clamp

Carton Clamp Pallet Invert Drum Clamp Bale Clamp Load Extender Fork Positioner

Load Stabilizer

Mast Specification (20/25/30BC-7)

Mast Type

Overall Height
(Lowered)

(in)

Maximum
Fork Height

(in)

Free Lift (in)

With Backrest Without Backrest

Tilt Angle (deg)
Fwd / Bwd

Load Capacity without
side shift at (24in LC) 

(lb)

Load Capacity with
side shift at  (24in LC) 

(lb)

Truck Weight
(Unloaded)

(lb)

20/25/30BC-7 20/25/30BC-7 20/25/30BC-7 20/25BC-7 30BC-7 20/25/30BC-7

V209
V300
*V330
V350
V370
V400
V430
V450
V470
V500
TF370
TF400
TF430
TF450
TF470
TF500
TF550
TF600
TF650
TF700

20BC-7 25BC-7 30BC-7 20BC-7 25BC-7 30BC-7 20BC-7 25BC-7 30BC-7

2
/ 

Stage
limited

free 
lift

3
/

Stage
full
free
lift

* Standard

Mast Specification (32BC-7)

Mast Type

Overall Height
(Lowered)

(in)

Maximum
Fork Height

(in)

Free Lift

With Backrest (in) Without Backrest (in)

Tilt Angle (deg)
Fwd / Bwd

Load Capacity without
side shift at (24in LC) 

(lb)

Load Capacity with
side shift at  (24in LC) 

(lb)

Truck Weight
(Unloaded)

(lb)

32BC-7
V290
*V320
V340
V360
V390
V420
V440
V460
V490
TF370
TF400
TF430
TF450
TF470
TF500
TF550
TF600
TF650
TF700

32BC-7 32BC-7 32BC-7 32BC-7 32BC-7 32BC-7 32BC-7

2
/ 

Stage
limited

free 
lift

3
/

Stage
full
free
lift

* Standard

60.2
78.1
84.0
87.9
93.9
99.8
105.7
111.6
115.5
121.4
70.3
74.2
78.2
82.1
84.1
87.9
95.9
103.7
111.6
119.5  

78.1
84.0
87.9
93.9
99.8
105.7
111.6
115.5
121.4
72.2
76.2
80.1
84.1
86.0
90.0
97.8
105.7
113.6
121.5

114.2
126.0
133.9
145.7
157.5
169.3
177.2
185.0
196.9
145.7
157.4
169.3
177.2
185.0
196.9
216.5
236.2
255.9
275.6

4.5
4.5
4.5
4.5
4.5
4.5
4.5
4.5
4.5
45.8
49.8
53.7
57.6
59.6
63.5
71.4
79.3
87.2
95.0

4.5
4.5
4.5
4.5
4.5
4.5
4.5
4.5
4.5
25.8
29.7
33.7
37.6
39.6
43.5
51.4
59.3
67.1
75.0

6,500
6,500
6,500
6,500
6,500
6,500
6,480
6,395
6,305
6,500
6,350
6,240
6,150
6,085
5,950
5,775
4,255
3,530
3,150

6,500
6,500
6,500
6,500
6,400
6,300
6,180
6,095
6,005
6,200
6,050
5,940
5,850
5,785
5,650
5,475
3,955
3,230
2,850

11,196
11,243
11,284
11,336
11,387
11,492
11,557
11,591
11,643
11,606
11,654
11,709
11,763
11,795
11,849
11,947
12,123
12,222
12,222

82.3
118.1
129.9
137.8
145.7
157.4
169.3
177.2
185.0
196.9
145.7
157.4
169.3
177.2
185.0
196.9
216.5
236.2
255.9
275.6

4.5
4.5
4.5
4.5
4.5
4.5
4.5
4.5
4.5
4.5
46.3
50.3
54.2
58.1
60.1
64.1
71.9
79.8
87.7
95.6

4.5
4.5
4.5
4.5
4.5
4.5
4.5
4.5
4.5
4.5
43.8
47.8
51.7
55.7
57.6
61.6
69.4
77.3
85.2
93.1

4.5
4.5
4.5
4.5
4.5
4.5
4.5
4.5
4.5
4.5
23.8
27.8
31.7
35.6
37.6
41.5
49.4
57.3
65.2
73.0

10 /
6 /
6 /
6 /
6 /
6 /
6 /
6 /
6 /
6 /
6 /
6 /
6 /
6 /
6 /
6 /
6 /
6 /
3 /
3 /

6
8
8
8
8
8
8
5
5
5
5
5
5
5
5
5
5
5
3
3

6 /
6 /
6 /
6 /
6 /
6 /
6 /
6 /
6 /
6 /
6 /
6 /
6 /
6 /
6 /
6 /
6 /
3 /
3 /

8
8
8
8
8
8
5
5
5
5
5
5
5
5
5
5
5
3
3

4,000
4,000
4,000
4,000
4,000
4,000
4,000
4,000
4,000
4,000
4,000
4,000
4,000
4,000
4,000
3,900
3,770
2,690
2,180
1,930

5,000
5,000
5,000
5,000
5,000
5,000
5,000
5,000
4,940
4,850
5,000
4,960
4,870
4,805
4,740
4,650
4,495
3,275
2,700
2,400

4,000
4,000
4,000
4,000
4,000
4,000
4,000
3,950
3,840
3,800
4,000
4,000
4,000
3,940
3,830
3,740
3,610
2,530
2,020
1,770

5,000
5,000
5,000
5,000
5,000
5,000
4,900
4,835
4,780
4,690
4,840
4,800
4,710
4,645
4,580
4,490
4,335
3,115
2,540
2,240

8,843
8,963
9,006
9,043
9,092
9,140
9,241
9,302
9,334
9,382
9,293
9,339
9,386
9,434
9,463
9,515
9,604
9,770
9,859
9,859

9,582
9,701
9,744
9,782
9,830
9,878
9,980
10,041
10,072
10,121
10,032
10,077
10,125
10,173
10,202
10,254
10,342
10,508
10,597
10,597

10,681
10,818
10,865
10,905
10,957
11,009
11,114
11,179
10,687
11,213
11,177
11,225
11,324
11,335
11,366
11,420
11,518
11,696
11,793
11,793

6,000
6,000
6,000
6,000
6,000
6,000
6,000
6,000
5,950
5,865
6,000
5,975
5,840
5,775
5,710
5,600
5,425
3,970
3,285
2,945

6,000
6,000
6,000
6,000
6,000
5,900
5,800
5,700
5,650
5,565
5,700
5,675
5,540
5,475
5,410
5,300
5,125
3,670
2,985
2,645




