
A concentrated fuse box for
easy inspection

Hydraulic motor Battery Disconnect Lever
/ Switch

Easy battery replacement
Battery change is easy with swing-up compartment and slotted overhead guard. Opening 
and closing of battery cover is made easy with a gas-spring assist cylinder.

Steering Sensor

Oil Tank Port

Easy to Check Brake Oil Level

09HYUNDAI FORKLIFT

High Visibility Headlights &
Rear Work Light

DC-DC Converter
DC-DC converter exceeds UL & CE
requirements to prevent short circuit,
overload and reverse polarity

Battery change is easy with a swing-up compartment and a slotted overhead guard.
Opening and closing of the battery cover is made easy with a gas-spring assisted cylinder.

Easy Maintenance & Serviceability

Strong Overhead Guard
The safety overhead guard exceeds 
EEC and ANSI regulations and protects the
operator during hazardous work.

ORFS (O-Ring Face Seal)
ORFS type hose prevents the leaking of
hydraulic oil.

Battery Locking System

Parking Brake
Ratchet type parking brake requires less
effort from the operator to set.

Hand Grip & Large Footboard  
Wide“open”step and large hand grip offer
convenience and safety when entering
and exiting the truck.

Rear Safety Lamp
Rear combination lamps with turn signal
lamps, tail lamp and brake lights are
positioned for high visibility to ensure
safety.

High quality AC motors 
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O-Ring HOSE

Enclosed motors prolong durability. No brush and no commectator.
(No arc and no spark)

An ideal arrangement of component parts 
ensures easy access and convenience for maintenance.

High Durability & Simple Arrangement

Photo may include optional equipment.



Various Attachments

Load Capacity

500 700 1,300900 1,100 1,500

500 700 1,300900 1,100 1,500

2,300

kgWeight

Load Center(mm)

2,900

3,500

4,100

4,500
V 3.5 m MAST

V 4.0 m MAST

V 3.0 m MAST

V 5.0 m MAST  

V 4.5 m MAST  

2,000

kgWeight

Load Center(mm)

2,600

3,200

3,800

4,100
TF 4.3 m MAST

TF 3.7 m MAST

TF 4.7 m MAST

TF6.5 m MAST  

TF 5.5 m MAST  

500 700 1,300900 1,100 1,500

500 700 1,300900 1,100 1,500

2,600

kgWeight

Load Center(mm)

3,300

4,000

4,700
4,990

V 3.5 m MAST

V 4.0 m MAST

V 3.0 m MAST

V 5.0 m MAST  

V 4.5 m MAST  

2,400

kgWeight

Load Center(mm)

3,100

3,800

4,500
4,800

TF 4.3 m MAST

TF 3.7 m MAST

TF 4.7 m MAST

TF 6.5 m MAST  

TF 5.5 m MAST  

1,800

kgWeight

Load Center(mm)
500 700 1,300900 1,100 1,500

500 700 1,300900 1,100 1,500

2,300

2,800

3,300

3,500

V 3.5 m MAST

V 4.0 m MAST

V 3.0 m MAST

V 5.0 m MAST  

V 4.5 m MAST  

1,600

kgWeight

Load Center(mm)

2,100

2,600

3,100
3,300

TF 4.3 m MAST

TF 3.7 m MAST

TF 4.7 m MAST

TF 6.5 m MAST  

TF 5.5 m MAST  
  

2,100

kgWeight

Load Center(mm)
500 700 1,300900 1,100 1,500

500 700 1,300900 1,100 1,500

2,600

3,100

3,600

4,000
V 3.5 m MAST

V 4.0 m MAST

V 3.0 m MAST

V 5.0 m MAST  

V 4.5 m MAST  

1,900

kgWeight

Load Center(mm)

2,400

2,900

3,400
3,900

TF 4.3 m MAST

TF 3.7 m MAST

TF 4.7 m MAST

TF 6.5 m MAST  

TF 5.5 m MAST  
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Side Shift Hinged Fork Hinged Bucket Rotating Fork Push Pull Rotating Roll Clamp

Carton Clamp Pallet Invert Drum Clamp Bale Clamp Load Extender Fork Positioner

Load Stabilizer

35B-7 40B-7 45B-7 50B-7

Mast Specification (35/40/45B-7)

Mast Type

Overall Height
(Lowered)

(mm)

Maximum
Fork Height

(mm)

Free Lift(mm)

With Backrest Without Backrest

Tilt Angle (deg)
Fwd / Bwd

Load Capacity without
side shift at (500mm LC) 

(kg)

Load Capacity with
side shift at  (500mmLC) 

(kg)

Truck Weight
(Unloaded)

(kg)

35/40/45B-7

2,720
3,020
3,320
3,520
3,720
4,020
4,520
5,020
3,730
4,030
4,330
4,510
4,720
5,020
5,520
6,030

2,075
2,225
2,375
2,525
2,625
2,835
3,085
3,335
2,025
2,125
2,225
2,285
2,375
2,475
2,655
2,835

120
120
120
120
120
120
120
120
812
912

1,012
1,072
1,162
1,262
1,442
1,622

120
120
120
120
120
120
120
120

1,139
1,239
1,339
1,399
1,489
1,589
1,769
1,949

3,500
3,500
3,500
3,500
3,500
3,500
3,400
3,300
3,250
3,200
3,100
3,100
3,050
2,950
2,850
2,750

4,000
4,000
4,000
4,000
4,000
4,000
4,000
3,850
3,850
3,750
3,700
3,650
3,600
3,500
3,400
3,300

4,500
4,500
4,500
4,500
4,500
4,500
4,350
4,200
4,350
4,250
4,150
4,100
4,050
3,950
3,850
3,700

3,500
3,500
3,500
3,500
3,500
3,500
3,400
3,300
3,250
3,200
3,100
3,100
3,050
2,950
2,850
2,750

4,000
4,000
4,000
4,000
4,000
4,000
4,000
3,850
3,850
3,750
3,700
3,650
3,600
3,500
3,400
3,300

4,500
4,500
4,500
4,500
4,500
4,450
4,300
4,150
4,250
4,200
4,100
4,050
4,000
3,900
3,800
3,650

6,176
6,201
6,227
6,251
6,268
6,303
6,345
6,388
6,477
6,503
6,528
6,544
6,567
6,593
6,644
6,684

6,407
6,432
6,458
6,482
6,499
6,534
6,576
6,619
6,708
6,734
6,759
6,775
6,798
6,824
6,875
6,915

6,621
6,647
6,672
6,697
6,713
6,749
6,791
6,834
6,923
6,949
6,975
6,990
7,014
7,040
7,092
7,131

6 /
6 /
6 /
6 /
6 /
6 /
6 /
6 /
6 /
6 /
6 /
6 /
6 /
6 /
6 /
6 /

10
10
10
10
10
10
6
6
6
6
6
6
6
6
6
6

V270
*V300
V330
V350
V370
V400
V450
V500
TF370
TF400
TF430
TF450
TF470
TF500
TF550
TF600

35/40/45B-7 35B/40/45B-7 35B/40/45B-7 35/40/45B-7 35B-7 40B-7 45B-7 35B-7 40B-7 45B-7 35B-7 40B-7 45B-7

2-Stage
limited

free 
lift

3-Stage
full
free
lift

* Standard

Mast Specification (50B-7)

Mast Type

Overall Height
(Lowered)

(mm)

Maximum
Fork Height

(mm)

Free Lift

With Backrest (mm) Without Backrest (mm) Fwd Bwd

Tilt Angle (deg) Load Capacity without
side shift at (500mm LC) 

(kg)

Load Capacity with
side shift at (500mm LC) 

(kg)

Truck Weight
(Unloaded)

(kg)

50B-7
V260
*V290
V320
V340
V360
V390
V440
V490
TF360
TF390
TF420
TF440
TF460
TF490
TF540
TF590

50B-7 50B-7 50B-7 50B-7 50B-7 50B-7 50B-7 50B-7

2-Stage
limited

free 
lift

3-Stage
full
free
lift

* Standard

New 7 SeriesNew 7 Series
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2,620
2,920
3,220
3,420
3,620
3,920
4,420
4,920
3,662
3,962
4,262
4,442
4,652
4,952
5,452
5,962

2,080
2,230
2,380
2,530
2,630
2,840
3,090
3,340
2,030
2,130
2,230
2,290
2,380
2,480
2,660
2,840

120
120
120
120
120
120
120
120
807
907

1,007
1,067
1,157
1,257
1,437
1,617

120
120
120
120
120
120
120
120

1,074
1,174
1,274
1,334
1,424
1,524
1,704
1,884

4,990
4,990
4,990
4,990
4,990
4,990
4,950
4,800
4,950
4,850
4,750
4,700
4,650
4,550
4,400
4,250

4,990
4,990
4,990
4,990
4,990
4,990
4,900
4,750
4,900
4,800
4,700
4,650
4,600
4,500
4,350
4,200

7,440
7,466
7,491
7,515
7,532
7,567
7,671
7,713
7,717
7,743
7,769
7,785
7,808
7,834
7,885
7,925

6
6
6
6
6
6
6
6
6
6
6
6
6
6
6
6

10
10
10
10
10
10
6
6
6
6
6
6
6
6
6
6

Optional Items
Mast 
2 Stage Limited Free Lift
3 Stage Limited Free Lift

Overshoe  
1,800 / 2,000 / 2,200

Internal Piping 
Hose - Reel
Beacon (Amber, Red, Blue)
Rear Work Light

Cold Storage
Tire
Pneumatic, Single
Non-Marking, Single
Pneumatic, Double
Non-Marking, Double
CE
UL E.EE
MCV 
4 Spool 4 Lever

Fork (L x W x T) (mm)
35B-7 : 1,220 x 122 x 50 / 1,370 x 122 x 50 / 1,520 x 122 x 50

1,670 x 122 x 50 / 1,820 x 122 x 50 / 1,970 x 122 x 50
40B-7 : 1,220 x 122 x 50 / 1,370 x 122 x 50 / 1,520 x 122 x 50

1,670 x 122 x 50 / 1,820 x 122 x 50 / 1,970 x 122 x 50
45B-7 : 1,220 x 150 x 50 / 1,370 x 150 x 50 / 1,520 x 150 x 50

1,670 x 150 x 50 / 1,820 x 150 x 50 / 1,970 x 150 x 50
50B-7 : 1,220 x 150 x 50 / 1,370 x 150 x 50 / 1,520 x 150 x 50

1,670 x 150 x 50 / 1,820 x 150 x 50 / 1,970 x 150 x 50




