Strong overhead guard
The safety overhead guard exceeds EEC and ANSI regulations
and protects the operator during hazardous jobs.

Parking brake
Toggle type parking brake requires less efforts from the
operator to set.

Highly durable
split type drive axle

Powershift transmission provides fast travel speed and quiet
travel under any heavy load condition, and boosts work
efficiency.
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Large foothoard & hand grip
Wide“open”step offers convenience and safety when entering and exiting
truck.

SHEONY

m Some of the photos may include optional equipment.

Heavy duty single unit frame

Heavy duty single unit type frame, designed on the basis of
accurate structural analysis, guarantees durability and safety.
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Easy access of electrical

Components

Various electric parts are centralized
in dash board resulting in improve-
ment in maintenance.

Expansion bellows

The expansion bellows absorbs
vibration and reduces noise
generated from the exhaust gas
system and also extends the life cycle
of exhaust gas system.

Bright, protected headlights
Bright, protected headlights is
positioned for exceptional visibility.

Ground clearance

The engine and transmission are
assembled horizontally and positioned
high in the frame to protect expansive
components during operation on
rugged surface.
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Mast Specification (351/40

Overall Height Free Lift Height Load Capacity without Load Capacity with Truck Weight
Fork Height (Lowered) (mm) (mm) TittAngle side shift at 600mm LC (kg) side shift at 600mmLC (kg) (Unloaded) (kg)
; deg)

Mast Type (mm) | Single Tire | Double Tire Bz:/é/krt:;ﬁ E\SAE:EE?eustt (deg

35L/40L/ | 35L/40L/ | 35L/40L/ | 35L/40L/ | 35L/40L/
45L-7 | 457 | 45L-7 | 457 | 45L-7

V210 | 2720 2085 | 2070 120 120 8/10 | 3500 | 4000 | 4500 | 3500 | 4,000 | 4500 | 3500 | 4000 | 4500 | 3500 | 4000 | 4500 | 5641 | 6,105 | 6518 | 579 | 6211 | 6,627
*V300 | 3,020 2,235 2,220 120 120 8/10 | 3500 | 4000 | 4500 | 3500 | 4,000 | 4500 | 3500 | 4000 | 4500 | 3500 | 4000 | 4500 | 5671 | 6,135 | 6548 | 5826 | 6241 | 6,663
V330 | 3320 2,385 | 2310 120 120 8/10 | 3500 | 4000 | 4500 | 3,500 | 4,000 | 4500 | 3500 | 4000 | 4450 | 3500 | 4000 | 4450 | 5709 | 6,173 | 6586 | 5864 | 6279 | 6,695
tht::: V350 | 3520 2535 | 2520 120 120 8/10 | 3500 | 4000 | 4500 | 3500 | 4,000 | 4500 | 3450 | 3950 | 4400 | 3450 | 3950 | 4,400 | 5732 | 6,196 | 6,609 | 5887 | 6302 | 6,718
freelift | V370 | 3720 2635 | 2620 120 120 8/10 | 3500 | 4000 | 4500 | 3500 | 4,000 | 4500 | 3400 | 3900 | 4350 | 3400 | 3900 | 4300 | 5752 | 6216 | 6,629 | 5307 | 6322 | 6,738
V400 | 4,020 2845 | 2830 120 120 8/10 | 3500 | 4000 | 4500 | 3500 | 4,000 | 4500 | 3350 | 3800 | 4250 | 3350 | 3800 | 4250 | 5795 | 6259 | 6,671 | 5349 | 6,365 | 6,780
V450 | 4520 309 | 3,080 120 120 6/6 | 3450 | 3900 | 4,350 | 3450 | 3,950 | 4400 | 3250 | 3700 | 4,100 | 3250 | 3,700 | 4,100 | 5907 | 6371 | 6,784 | 6,062 | 6477 | 6893
V500 | 5020 3345 | 3330 120 120 6/6 | 3350 | 3800 | 4,200 | 3350 | 3850 | 4250 | 3,150 | 3,550 | 4,000 | 3150 | 3600 | 3,950 | 5958 | 6,422 | 6835 | 6,113 | 6528 | 6944
2-Stage VF280 | 2,805 213 | 2120 1,258 919 6/8 | 3500 | 4000 | 4500 | 3500 | 4,000 | 4500 | 3500 | 4000 | 4500 | 3500 | 4000 | 4500 | 5682 | 6,146 | 6554 | 5834 | 6,249 | 6,663
fn::I:ift VF300 | 3,005 2235 | 220 1,358 1019 | 6/8 | 3500 | 4000 | 4500 | 3500 | 4,000 | 4500 | 3500 | 4000 | 4500 | 3500 | 4,000 | 4500 | 5708 | 6,172 | 6580 | 5860 | 6275 | 6,689

VF315 | 3155 2325 | 2310 1,448 1,109 | 6/8 | 3500 | 4000 | 4500 | 3500 | 4,000 | 4500 | 3450 | 4000 | 4500 | 3500 | 4000 | 4450 | 5728 | 6,191 | 6580 | 5880 | 6,294 | 6,708
TF370 | 3730 2035 | 2020 812 1,139 | 6/6 | 3500 | 4000 | 4500 | 3500 | 4,000 | 4500 | 3300 | 3850 | 4250 | 3350 | 3850 | 4,250 | 5898 | 6,362 | 6,775 | 6,053 | 6,433 | 6,886
TF400 | 4,030 213 | 2120 912 1239 | 6/6 | 3450 | 4000 | 4450 | 3500 | 4,000 | 4500 | 3250 | 3,750 | 4200 | 3300 | 3750 | 4,150 | 5928 | 6,392 | 6,805 | 6,83 | 6,463 | 6316
TFA30 | 4330 2235 | 220 1,012 1339 | 6/6 | 3400 | 3900 | 4350 | 3450 | 3,950 | 4400 | 3,150 | 3700 | 4,100 | 3200 | 3700 | 4,100 | 5959 | 6423 | 6,836 | 6,114 | 6,49 | 6947
3'?;1"93 TF450 | 4510 229 | 229 1,072 1399 | 6/6 | 3350 | 3950 | 4,300 | 3400 | 3,950 | 4350 | 3,150 | 3700 | 4,050 | 3200 | 3700 | 4,050 | 5978 | 6442 | 6,855 | 6,133 | 6,513 | 6,966
freelift | TF470 | 4,720 2,385 | 2390 1,162 1489 | 6/6 | 3300 | 3850 | 4250 | 3350 | 3,900 | 4300 | 3,100 | 3600 | 4,000 | 3150 | 3650 | 4000 | 6,014 | 6478 | 6,891 | 6,169 | 6549 | 7,003
TF500 | 5,020 2485 | 2470 1,262 1589 | 6/6 | 3250 | 3750 | 4,150 | 3300 | 3,800 | 4200 | 3050 | 3500 | 3900 | 3,100 | 3550 | 3,900 | 6,038 | 6501 | 6914 | 6,192 | 6,572 | 7,026

- - -
Centralized des,gn for easy service I 0l o [ o | e | [ 676 | 2o [0 | | amm [ w0 [ 0 | 550 | w00 | om0 | 0 | o oz o | o | |

TF600 | 6,030 2845 | 2830 1622 1949 | 6/6 | 2600 | 3,050 | 3,300 | 3,100 | 3,550 | 3950 | 2450 | 2,900 | 3,100 | 2,900 | 3,300 | 3650 | 6,167 | 6,631 | 7,044 | 6322 | 6,702 | 7,155

Maximum

Single Tire Double Tire Single Tire Double Tire Single Tire Double Tire

Fwd/Bwd| 35L-7 | 40L-7 | 45L-7 | 35L-7 | 40L-7 | 45L-7 | 35L-7 | 40L-7 | 45L-7 | 35L-7 | 40L-7 | 45L-7 | 35L-7 | 40L-7 |45L-7 | 35L-7 | 40L-7 | 45L-7

Electrically monitored

airfilter

Air cleaner sensor alerts the operator
of a restricted air filter and allows
replacement before damage.

Easy maintenance oil check

The T/M oil level can be checked An ideal arrangement of component parts ensures easy accesses *Standard
and conveniences for the maintenance.

easily without any disassembly.

Load Capacity

Load Capacity Load Capacity Load Capacity
(k) (k) ‘ ‘ (kg) ‘ ‘
Brake fluid reservoir 4000 4000 S 4500 R
f V3.7 m MAST [ V3.7 m MAST
Highly visible, easily accessible 3,500 = vasmuasT 3,500 4,000
reservoir makes for quicker dail = 2
inspections 9 ¥ Easy change air cleaner Portable side cover 3000 3000 ~ 3500 A
The air filter is readily accessible for cleaning or 25500 S 25500 V50 m MAST — 3000 —— VSOmMAST ]
replacement. (7inch Cyclone Type) 200 VT m MA‘ST - .
600 800 1,000 1,200 1,400 1,500 600 800 1,000 1,200 1,400 1,500 600 800 1,000 1,200 1,400 1,500
Load Center(mm) Load Center(mm) Load Center(mm)
Load Capacity Load Capacity Load Capacity
(k) ‘ ‘ (k) ‘ ‘ (kg)
3,500 T T 4,000 4,500
‘f TF4.3 m MAST ‘ﬁ TF4.3 m MAST TF43m MAST
3,000 ‘ 3,500 | 4,000 o
|, — TF5.0 m MAST |,— TF5.0m MAST ‘
2,500 =SS 3,000 4 3500 TF50mMAST |
2,000 T~ 2,500 ThaamasT — 3,000 3~
TF6.0 m MAST — \\ ~— TF6.0 m MAST — \
. . . . . 1,500 2,000 2,500
An accessible, compact fuse Double battery Aluminum radiator with Quick and easy
box for easy inspection i i i i i i 600 800 1,000 1,200 1,400 1500 600 800 1,000 1,200 1400 1,500 600 800 1,000 1200 1400 1500
y Insp installation superb protection against heat engine oil check e o e e





