High Durability & Simple Arrangement

Anided arrangement of component parts
ensures easy access and convenience for maintenance.
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Heavy Duty Single Frame

Heavy duty single type frame, designed on the basis of accurate structural analysis, guarantees
durability and safety.

Strong Overhead Guard Parking Brake Large Foothoard & Hand Grip Rear Safety Lamp

The safety overhead guard meets Ratchet type parking brake requires less Wide“open”step and large hand grip offer ~ Rear combination lamps with turn signal

EEC and ANSI regulations and protects the effort from the operator to set. convenience and safety when entering lamps, tail lamp and brake lights are

operator during hazardous work. and exiting the truck. positioned for high visibility to ensure
safety.

High quality AC motors

Enclosed motors prolong durability. No brush and no commectator.
(No arc and no spark)

—

ORFS (0-Ring Face Seal)

ORFS type hose prevents the leaking of
hydraulic oil.

Battery Locking System
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Easy Maintenance & Serviceability

Battery change is easy with a swing-up compartment and a dotted overhead guard.
Opening and closing of the battery cover is made easy with agas-spring assisted cylinder.

A concentrated fuse box for
easy inspection

Easy battery replacement

Battery change is easy with swing-up compartment and slotted overhead guard. Opening
and closing of battery cover is made easy with a gas-spring assist cylinder.

A

Battery Disconnect Lever Easy to Check Brake Qil Level

/ Switch

High Visibility Headlights &
Rear Work Light

DC-DC Converter

DC-DC converter, satisfied with UL & CE,
prevents from short circuit, overload and
reverse polarity.
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15/18/20BT -7,

Mast Specification (15/18BT-7)

Overall Height Maximym Free Lift mm(in) Tit Angle (deg) Lpangpacitywithout _Load _Capacitywith Truck Weight
Mast Type (Lowered) ForkHt_elght . ' Fd / Bwd mdeshlftatSOOmmLC S|desh|ﬂat500mm LC (Unloaded)
mm(in) mm(in) With Backrest Without Backrest (24in LC) kg(lb) (24in LC) kg(lb) kg(lb)

15BT-7 | 18BT-7 | 15BT-7 | 18BT-7 | 15BT-7 | 18BT-7 | 15BT-7 | 18BT-7 | 15BT-7 | 18BT-7 | 15BT-7 | 18BT-7 | 15BT-7 | 18BT-7 | 15BT-7 | 18BT-7
V250 | 1720 (67.7) | 1720 (67.7) | 2525 (994) | 2525 (994) | 135(5.3) | 135(53) | 135(53) | 135 (5.3) 5/1 5/1 1500 (3000)| 1750 (3500)| 1400(2800) | 1650 (3300) | 2943 (6488) | 3143 (6929)
V270 | 1820 (71.7) | 1820 (71.7) | 2725 (107.3)| 2725 (107.3)| 135 (5.3) | 135(53) | 135(53) | 135(5.3) | 5/7 57 1500 (3000)| 1750 (3500)| 1400(2800) | 1650 (3300) | 2956 (6517) | 3156 (6958)
) V300 | 1970 (776) | 1970 (776) | 3025 (119.1)| 3025 (119.1)] 135 (5.3) | 135(5.3) | 135(5.3) | 1365 (63) | 5/7 5/7 1500 (3000)| 1750 (3500)| 1400(2800) | 1650 (3300) | 2976 (6560) | 3176 (7001)
/ * V330 | 2120 (835) | 2120 (835) | 3325 (1309)| 3325 (1309)| 135(5.3) | 135(53) | 135(53) | 135(53) | 5/7 5/1 1500 (3000)| 1750 (3500)| 1400(2800) | 1650 (3300) | 2995 (6603) | 3195 (7044)
Stage V350 | 2220 (874) | 2220 (87.4) | 3525 (1388)| 3525 (1388)| 135 (5.3) | 135(53) | 135 (5.3) | 135 (5.3) 5/1 5/1 1500 (3000)| 1750 (3500)| 1400(2800) | 1650 (3300) | 3008 (6632) | 3208 (7073)
limited V370 | 2320 (913) | 2320 (91.3) | 3725 (146.7)| 3725 (1467)| 135 (5.3) | 135(53) | 135 (5.3) | 135 (5.3) 5/7 5/7 1500 (3000)| 1750 (3500)| 1400(2800) | 1650 (3300) | 3022 (6661) | 3222 (7102)
flrleﬂe V400 | 2470 (97.2) | 2470 (97.2) | 4025 (1585)| 4025 (1585)| 135 (5.3) | 135 (5.3) | 135 (5.3) | 135 (63) | 5/7 57 1500 (3000)| 1750 (3500)| 1400(2800) | 1650 (3300) | 3045 (6714) | 3245 (7155)
V450 | 2820 (111.0)| 2820 (111.0){ 4525 (178.1)| 4525 (1781) 135 (5.3) | 135(5.3) | 135(5.3) | 135(63) | 5/5 5/5 1500 (3000)| 1750 (3500)| 1400(2800) | 1650 (3300) | 3109 (6854) | 3309 (7295)
V500 | 3070 (1209)| 3070 (1209)] 5025 (197.8)( 5025 (197.8)| 135 (5.3) | 135(53) | 135 (5.3) | 135 (5.3) 5/5 5/5 1450 (2950)| 1700 (3500)| 1365(2800) | 1614 (3300) | 3142 (6926) | 3342 (7367)
VB50 | 3320 (130.7)] 3320 (130.7)| 5525 (2175)| 5525 (217.5)] 135 (5.3) | 135(53) | 135 (5.3) | 135 (5.3) 5/5 5/5 1400 (2850)| 1450 (3200)| 1320(2700) | 1365 (3000) | 3174 (6997) | 3374 (7438)
TF370 | 1770 (69.7) | 1770 (69.7) | 3735 (147.0)| 3735 (147.0)| 763 (30.0)| 763 (30.0)| 1264 (49.8) 1264 (49.8)| 5/5 5/5 1500 (3000)| 1750 (3500)| 1400(2800) | 1650 (3300) | 3093 (6818) | 3293 (7259)
TF400 | 1870 (736) | 1870 (736) | 4035 (158.9)| 4035 (158.9)| 863 (34.0)| 863 (34.0)| 1364 (53.7)| 1364 (53.7)| 5/5 5/5 1500 (3000)| 1750 (3500)| 1400(2800) | 1650 (3300) | 3108 (6853) | 3308 (7294)
3 TF430 | 1970 (776) | 1970 (77.6) | 4335 (170.7)| 4335 (170.7)| 963 (37.9)] 963 (37.9)| 1464 (57.6)| 1464 (576)| 5/5 5/5 1500 (3000)| 1750 (3500)| 1400(2800) | 1650 (3300) | 3128 (6896) | 3328 (7337)
/ TF450 | 2070 (815) | 2070 (815) | 4535 (1785)| 4535 (1785)| 1063 (41.9)| 1063 (41.9)| 1564 (61.6)| 1564 (61.6)| 5/5 5/5 1500 (3000)| 1750 (3500)| 1400(2800) | 1650 (3300) | 3143 (6930) | 3343 (7371)
Stage | TF470 | 2120 (835) | 2120 (835) | 4735 (186.4)| 4735 (1864)| 1113 (43.8)| 1113 (438)| 1614 (63.5)| 1614 (63.5)] 5/5 5/5 1475 (2950)| 1725 (3500)| 1390(2800) | 1640 (3300) | 3153 (6951) | 3353 (7392)
full TF500 | 2220 (874) | 2220 (874) | 5035 (198.2)| 5035 (198.2)| 1216 (47.9)| 1216 (47.9)| 1714 (67.5)| 1714 (675)| 5/5 5/5 1450 (2900)| 1700 (3450)| 1365(2800) | 1600 (3250) | 3173 (6995) | 3373 (7436)
flr;: TF550 | 2420 (95.3) | 2420 (95.3) | 5535 (217.9)| 5535 (217.9)| 1416 (55.7)| 1416 (55.7)| 1914 (75.4)| 1914 (754)| 5/5 5/5 1375 (2800)| 1425 (3150)| 1295(1860) | 1340 (2950) | 3211 (7078) | 3411 (7519)
TF600 | 2620 (103.1)| 2620 (103.1)| 6035 (237.6)| 6035 (237.6)| 1613 (63.5)| 1613 (63.5)| 2114 (83.2)| 2114 (83.2)] 5/5 5/5 925 (2050)| 1000 (2200)| 845 (1850) | 930 (2050) | 3274 (7219) | 3474 (7660)
TF650 | 2820 (111.0)| 2820 (111.0)| 6535 (257.3)| 6535 (257.3)| 1813 (71.4)| 1813 (71.4)| 2314 (91.1)| 2314 (91.1)] 5/5 5/5 900 (1950)| 950 (2100)| 820 (1800) | 900 (1950) | 3318 (7315) | 3518 (7756)
TF700 | 3020 (1189)| 3020 (1189)| 7035 (277.0) 7035 (277.0)| 2013 (79.3)| 2013 (79.3)| 2514 (99.0)| 2514 (99.0)| 5/5 5/5 600 (1350)| 650 (1450)| 550 (1200) | 600 (1350) | 3355 (7395) | 3555 (7836)
* Standard

Mast Specification (20BT-7)

Overall Height Maxim_um Free Lift Tilt Angle (deg) Lpad Cgpacitywithout _Load _Capacitywith Truck Weight

Mast Type (Lowelred) Fork Hglght : : : : Fd / Bwd side sh_lft at500mm LC | side shﬁt at500mm LC (Unloaded)

mm(in) mm(in) With Backrest mm(in) | Without Backrest mmin) (24in LC) kg(lb) (24in LC) kg(lb) kg(lb)

20BT-7 20BT-7 20BT-7 20BT-7 20BT-7 20BT-7 20BT-7 20BT-7

V250 1729 (68.1) 2530 (99.6) 140 (5.5) 140 (5.5) 5/7 2000 (4000) 1890 (3850) 3305 (7287)

V270 1829 (72.0) 2730 (107.5) 140 (5.5) 140 (5.5) 5/1 2000 (4000) 1890 (3850) 3319 (7316)

’ V300 1979 (77.9) 3030 (119.3) 140 (5.5) 140 (5.5) 5/1 2000 (4000) 1890 (3850) 3338 (7359)
/ * V330 2129 (83.8) 3330 (131.1) 140 (5.5) 140 (5.5) 5/1 2000 (4000) 1890 (3850) 3358 (7403)
Stage V350 2229 (87.8) 3530 (139.0) 140 (5.5) 140 (5.5) 57 2000 (4000) 1890 (3850) 3371 (7432)
limited | V370 2329 (917) 3730 (146.9) 140 (5.5) 140 (5.5) 5/1 2000 (4000) 1890 (3850) 3384 (7461)
flr;: V400 2479 (97.6) 4030 (158.7) 140 (5.5) 140 (5.5) 5/1 2000 (4000) 1890 (3850) 3408 (7513)
V450 2829 (111.4) 4530 (178.3) 140 (5.5) 140 (5.5) 5/5 1950 (4000) 1845 (3850) 3472 (7653)

V500 3079 (121.2) 5030 (198.0) 140 (5.5) 140 (5.5) 5/5 1850 (4000) 1750 (3850) 3504 (7725)

/550 3329 (131.1) 5530 (217.7) 140 (5.5) 140 (5.5) 5/5 1800 (3950) 1700 (3750) 3537 (7797)

TF370 1779 (70.0) 3740 (147.2) 777 (306) 1278 (50.3) 5/5 2000 (4000) 1890 (3850) 3455 (7617)

TF400 1879 (74.0) 4040 (159.1) 877 (34.5) 1378 (54.3) 5/5 1950 (4000) 1850 (3850) 3471 (7652)

3 TF430 1979 (77.9) 4340 (170.9) 977 (385) 1478 (58.2) 5/5 1900 (4000) 1800 (3800) 3491 (7695)
/ TF450 2079 (81.9) 4540 (178.7) 1077 (42.4) 1578 (62.1) 5/5 1875 (4000) 1775 (3750) 3506 (7729)
Stage TF470 2129 (83.8) 4740 (186.6) 1127 (44.4) 1628 (64.1) 5/5 1850 (4000) 1750 (3700) 3515 (7750)
full | Tr500 2229 (87.8) 5040 (1984) 1227 (483) 1728 (68.0) 5/5 1800 (3950) 1700 (3650) 3535 (7794)
1Irit::: TF550 2429 (95.6) 5540 (218.1) 1427 (56.2) 1928 (75.9) 5/5 1750 (3850) 1650 (3600) 3573 (7877)
TF600 2629 (103.5) 6040 (237.8) 1627 (64.1) 2128 (83.8) 5/5 1350 (2950) 1275 (2800) 3637 (8018)

TF650 2829 (111.4) 6540 (257.5) 1827 (11.9) 2328 (91.7) 5/5 1300 (2850) 1225 (2700) 3681 (8115)

TF700 3029 (1193) 7040 (277.2) 2027 (79.8) 2528 (99.5) 5/5 900 (1950) 850 (1850) 3117 (8195)

* Standard
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15/18/20BT -7,

Load Capacity
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*2-Stage limited free lift

Various Attachments

Pallet Invert

Carton Clamp

Drum Clamp

Bale Clamp

Load Extender

Fork Positioner

Load Stabilizer

Optional Items

- Mast
2-Stage mast (Max. Fork Height)(mm)

-2,500/2,700/ 3,000/ 3,300/ 3,500/ 3,700 /

4,000/ 4,500/ 5,000/ 5,500
3-Stage mast (Max. Fork Height)(mm)

-3,700/ 4,000/ 4,300/ 4,500/ 4,700 / 5,000 /

5,500/6,000/ 6,500/ 7,000

Dual free lift 3-Stage Mast (Max. Fork Height)(mm)
-3,700/ 4,000/ 4,300/ 4,500/ 4,700 / 5,000 /

5,500/6,000/ 6,500/ 7,000

- Side Shift
Side shift, Intergral side shift
- Fork

Long fork

-35x100x 900/1,000/1,050/1,150/1,200/ 1,350/ 1,500
-40x 100 x 300/ 950/ 1,000/ 1,050/ 1,150/ 1,200/

1,350/1,500/ 1,600

- Valve & Hose Piping

3 Spool Internal & 4 Spool Internal Type

- Dual Voltage : 36/48

Volt

- Cold Storage : Available at -30°C working area
- UL&CE: UL Type “E” & “EE”
- Finger Tip Control

Enhanced operator convenience

- Tire

Solid, Non-Marking
Cushion Tire

HYUNDAI FORKLIFT 09






