








Increased mast tilting angle
Utilizing the mast tilting angle of 8 
degrees forward and 10 degrees 
backward gives the operator a safe 
and rapid platform for loading and 
unloading jobs.

Wet disc brake system
Wet disc brakes improve the brake 
performance and make your service 
intervals longer. Enclosed brakes are 
protected against dust and water.

Fully hydrostatic power steering
A hydraulic steering system always 
guarantees smooth and flexible steering, 
preventing overrun and steering wheel 
kick-back.

OPSS (Operator Presence Sensing System)

Mast tilting, lifting and lowering 
operation is not possible when the 
operator is not seated in normal 
position. (Option)

Faster Travel Speed & Grade-ability
The powerful high-output engine provides greater acceleration, 
better grade-ability and faster travel speed on any tough terrain 
or slope.

Grade-ability (Loaded)

35DS-7E
40DS-7E

38.7%
34.8%

45DS-7E
50DA-7E

31.8%
30.8%

35DS-7E
40DS-7E

27,1 km/h
26,1 km/h

45DS-7E
50DA-7E

26,1 km/h
26,0 km/h

Travel speed (Unloaded)

n Photo may include optional equipment.

The new master   
on your job-site!
Smooth running, efficient and ergonomically 
designed, 35/40/45DS/50DA-7E series are made to 
meet your needs. 

Lift Lock

Tilt Lock

Drive Lock



Adjustable steering wheel  
Steering wheel with horn button can 
be adjusted by a lever on the right-
hand side for the most comfortable 
operator position.

Easy and safe shift lever
A single lever on the left side of the 
steering column gives the operator 
fast and easy control of speed and 
travel direction. The engine can only 
be started in case of neutral position 
of this lever.

Multi-function switch lever
A multi-functional switch lever gives 
easy access to lights and horn.

Quick Response of 
Operating Control Levers 
Only minimal operator’s effort is 
required for precise, safe and 
productive control.

Ergonomically positioned pedals
Based on human engineering, the accelerator, brake and 
inching pedals are optimally positioned for operator’s 
convenience.  Easy to remove cleanable rubber floor mat.

Cup holder & console box
Additional storage spaces are located inside 
the operating space for operator’s convenience.

Comfortable OperationComfortable Operation

n Photo may include optional equipment.



New high visibility for safe operation
The operator is able to work with increased safety and accuracy  
due to a wider view mast.

Operator friendly gauges and  
water-resistant monitor panel

Easily adjustable suspension seat
An attractive and adjustable seat, based on a human engineering 
design, provides great comfort, safety and durability.

Full-floating headguard
Anti-vibration rubbers, installed between the cabin structure 
and truck frame, reduces vibrations and noise while driving. 
This reduces operator’s fatigue and increases safety.
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Parking brake lamp
Directional indicators
Fuel warning lamp
Engine oil warning lamp
Transmission oil temperature 
warning lamp
Battery warning lamp
Air  filter warning light
Working light indicator

Water separator lamp
Pre-heater indicator
Water temperature gauge
Fuel gauge
Hour meter
Engine check lamp
Seat belt warning
OPSS warning

Comfortable Operation!
A design based on human engineering relieves 
fatigue and increases operator’s efficiency.



Strong overhead guard
The safety overhead guard meets EEC and ANSI regulations and 
protects the operator during hazardous jobs.

Parking Brake
Toggle type parking brake requires less efforts from the operator 
to set.

Highly Durable Electric  
Power-Shift Transmission
Powershift transmission provides you with fast and quiet 
travel speed under all heavy load conditions. So boosting 
your work efficiency.

Large Footstep & Handle
Wide “open” step offers convenience and safety when entering and exiting your 
truck.

Endurance  &  SafetyEndurance  &  Safety

Safety through  
high durability!
Safety and durability are priorities in the design 
of the equipment.



Heavy duty single unit frame
Heavy duty single unit type frame, designed on the basis of accurate 
structural analysis, guarantees durability and safety.

Ground clearance
The engine and transmission are 
assembled horizontally and positioned  
high in the frame to protect valuable 
components during operations on  
rugged surface.

Easy access to  
electric parts
Various electric parts are centralized 
below the dash board resulting in 
improvement of maintenance.

Expansion bellows
The expansion bellows absorbs 
vibration and reduces noise generated 
from the exhaust gas system to extend 
the life span.

Bright, protected headlights
Bright, protected headlights are  
positioned for increased visibility in  
dark environments.

n Photo may include optional equipment.

170mm



Electrically Monitored  
Air Filter
Air cleaner sensor alerts the operator 
of a restricted air filter so allowing 
replacement before a potential engine 
damage occurs.

Easy Maintenance oil check
The T/M oil level can be checked easily 
without any disassembly.

Centralized design for easy service!
An ideal arrangement of components ensures easy access and 
convenience during maintenance.

Brake fluid reservoir
Highly visible, easily accessible reservoir 
makes for quicker daily inspections.

Rotational battery 
installation

Aluminum radiator 
with superb protection 

against heat

Engine oil  
condition check

Key-locking 
fuel cap

Easy Change of Air Cleaner
The air filter is readily accessible for cleaning or 
replacement. (7inch Cyclone Type)

Portable Side Cover

An accessible, compact fuse 
box for easy inspection

High Durability  &  Easy MaintenanceHigh Durability  &  Easy Maintenance



Load Capacity

35DS-7E 40DS-7E 45DS-7E 50DA-7E

4,000

3,500

3,000

2,500

2,000

4,500

4,000

3,500

3,000

2,500

4,500

4,000

3,500

3,000

2,500

5,000

4,500

4,000

3,500

3,000

Load Capacity
(kg)

V3.5 m MAST

Load Capacity 
(kg)

V3.5 m MAST

Load Capacity 
(kg)

Load Capacity 
(kg)

V3.5 m MAST V3.9 m MAST

V4.5 m MAST V4.5 m MAST
V4.5 m MAST

V4.9 m MAST

	 600	 800	 1,000	 1,200	 1,400	 1,500 	 600	 800	 1,000	 1,200	 1,400	 1,500 	 600	 800	 1,000	 1,200	 1,400	 1,500 	 600	 800	 1,000	 1,200	 1,400	 1,500
Load Center (mm) Load Center (mm) Load Center (mm) Load Center (mm)

Mast Specifications (35/40/45DS-7E)

35/40/45DS-7E 35/40/45DS-7E 35/40/45DS-7E 35/40/45DS-7E35/40/45DS-7E Fwd Bwd 35DS-7E 40DS-7E 45DS-7E 35DS-7E 40DS-7E 45DS-7E 35DS-7E 40DS-7E 45DS-7E 35DS-7E 40DS-7E 45DS-7E 35DS-7E 40DS-7E 45DS-7E 35DS-7E 40DS-7E 45DS-7E

V270 2,720 2,085 2,070 120 120 8 10 3,500 4,000 4,500 3,500 4,000 4,500 3,500 4,000 4,500 3,500 4,000 4,500 5,864 6,328 6,741 6,019 6,434 6,850

*V300 3,020 2,235 2,220 120 120 8 10 3,500 4,000 4,500 3,500 4,000 4,500 3,500 4,000 4,500 3,500 4,000 4,500 5,894 6,358 6,771 6,049 6,464 6,880

V330 3,320 2,385 2,370 120 120 8 10 3,500 4,000 4,500 3,500 4,000 4,500 3,500 4,000 4,500 3,500 4,000 4,500 5,932 6,396 6,809 6,087 6,502 6,918

V350 3,520 2,535 2,520 120 120 8 10 3,500 4,000 4,500 3,500 4,000 4,500 3,500 4,000 4,450 3,500 4,000 4,450 5,955 6,419 6,832 6,110 6,525 6,941

V370 3,720 2,635 2,620 120 120 8 10 3,500 4,000 4,500 3,500 4,000 4,500 3,500 3,950 4,400 3,500 3,950 4,400 5,975 6,439 6,852 6,130 6,545 6,961

V400 4,020 2,845 2,830 120 120 8 10 3,500 4,000 4,500 3,500 4,000 4,500 3,400 3,900 4,350 3,450 3,900 4,350 6,018 6,482 6,894 6,172 6,588 7,003

V450 4,520 3,095 3,080 120 120 6 6 3,500 4,000 4,450 3,500 4,000 4,500 3,300 3,750 4,200 3,350 3,750 4,200 6,130 6,594 7,007 6,285 6,700 7,116

V500 5,020 3,345 3,330 120 120 6 6 3,400 3,900 4,300 3,450 3,950 4,350 3,200 3,700 4,050 3,250 3,700 4,050 6,181 6,645 7,058 6,336 6,751 7,167

VF280 2,805 2,135 2,120 919 1,258 6 8 3,500 4,000 4,500 3,500 4,000 4,500 3,500 4,000 4,500 3,500 4,000 4,500 5,905 6,369 6,777 6,057 6,472 6,886

VF300 3,005 2,235 2,220 1,019 1,358 6 8 3,500 4,000 4,500 3,500 4,000 4,500 3,500 4,000 4,500 3,500 4,000 4,500 5,931 6,395 6,803 6,083 6,498 6,912

VF315 3,155 2,325 2,310 1,109 1,448 6 8 3,500 4,000 4,500 3,500 4,000 4,500 3,500 4,000 4,500 3,500 4,000 4,500 5,951 6,414 6,822 6,103 6,517 6,931

TF370 3,730 2,035 2,020 812 1,139 6 6 3,500 4,000 4,500 3,500 4,000 4,500 3,350 3,900 4,350 3,450 3,950 4,350 6,121 6,585 6,998 6,276 6,656 7,109

TF400 4,030 2,135 2,120 912 1,239 6 6 3,500 4,000 4,500 3,500 4,000 4,500 3,300 3,850 4,250 3,400 3,850 4,250 6,151 6,615 7,028 6,306 6,686 7,139

TF430 4,330 2,235 2,220 1,012 1,339 6 6 3,450 4,000 4,450 3,500 4,000 4,500 3,250 3,750 4,200 3,300 3,800 4,200 6,182 6,646 7,059 6,337 6,717 7,170

TF450 4,510 2,295 2,290 1,072 1,399 6 6 3,400 4,000 4,400 3,500 4,000 4,450 3,200 3,800 4,150 3,300 3,800 4,150 6,201 6,665 7,078 6,356 6,736 7,189

TF470 4,720 2,385 2,390 1,162 1,489 6 6 3,350 3,950 4,350 3,450 4,000 4,350 3,150 3,700 4,050 3,250 3,750 4,050 6,237 6,701 7,114 6,392 6,772 7,226

TF500 5,020 2,485 2,470 1,262 1,589 6 6 3,300 3,850 4,250 3,400 3,900 4,300 3100 3,600 4,000 3,200 3,650 4,000 6,261 6,724 7,137 6,415 6,795 7,249

TF550 5,520 2,665 2,650 1,442 1,769 6 6 3,000 3,600 4,000 3,300 3,750 4,150 2,850 3,350 3,850 3,100 3,500 3,850 6,322 6,785 7,199 6,476 6,856 7,310

TF600 6,030 2,845 2,830 1,622 1,949 6 6 2,600 3,100 3,400 3,200 3,650 4,000 2,450 2,950 3,250 3,000 3,400 3,750 6,390 6,854 7,267 6,545 6,925 7,378
* Standard

Mast Specifications (50DA-7E)

50DA-7E 50DA-7E 50DA-7E 50DA-7E 50DA-7E Fwd Bwd 50DA-7E 50DA-7E 50DA-7E 50DA-7E 50DA-7E 50DA-7E

V260 2,630 2,085 2,070 120 120 8 10 5,000 5,000 5,000 5,000 7,156 7,271

*V290 2,930 2,235 2,220 120 120 8 10 5,000 5,000 5,000 5,000 7,232 7,302

V320 3,230 2,385 2,370 120 120 8 10 5,000 5,000 5,000 5,000 7,206 7,322

V340 3,430 2,535 2,520 120 120 8 10 5,000 5,000 4,950 4,950 7,231 7,346

V360 3,630 2,635 2,620 120 120 8 10 5,000 5,000 4,900 4,900 7,247 7,363

V390 3,930 2,845 2,830 120 120 8 10 5,000 5,000 4,800 4,800 7,283 7,398

V440 4,430 3,095 3,080 120 120 6 6 4,850 4,950 4,650 4,650 7,386 7,502

V490 4,930 3,345 3,330 120 120 6 6 4,700 4,800 4,500 4,500 7,428 7,544

VF270 2,697 2,135 2,120 905 1,223 6 8 5,000 5,000 4,700 4,750 7,215 7,327

VF290 2,897 2,235 2,220 1,005 1,323 6 8 4,900 5,000 4,650 4,700 7,240 7,352

VF305 3,047 2,325 2,310 1,095 1,413 6 8 4,800 4,900 4,550 4,600 7,258 7,370

TF360 3,672 2,035 2,020 807 1,074 6 6 5,000 5,000 4,700 4,800 7,399 7,503

TF390 3,972 2,135 2,120 907 1,174 6 6 4,950 5,000 4,650 4,700 7,425 7,529

TF420 4,272 2,235 2,220 1,007 1,274 6 6 4,850 4,950 4,550 4,600 7,450 7,554

TF440 4,452 2,295 2,290 1,067 1,334 6 6 4,800 4,900 4,500 4,550 7,467 7,570

TF460 4,662 2,385 2,390 1,157 1,424 6 6 4,700 4,800 4,450 4,500 7,490 7,594

TF490 4,962 2,485 2,470 1,257 1,524 6 6 4,650 4,750 4,350 4,450 7,515 7,619

TF540 5,462 2,665 2,650 1,437 1,704 6 6 4,500 4,600 4,250 4,300 7,567 7,671

TF590 5,972 2,845 2,830 1,617 1,884 6 6 4,100 4,450 4,100 4,200 7,608 7,711

Overall Height  
(Lowered) (mm)

Free Lift
(mm)

Mast Type

2-
Stage  

limited 
free lift

2-
Stage full 

free lift

3-
Stage full 

free lift

Load Capacity without  
side shift at 600 mm LC (kg)

Load Capacity with 
side shift at 600 mm LC (kg)

Truck Weight  
Unloaded (kg)Maximum 

Fork Height (mm)

Tilt 
Angle

(degree)Single Tire With BackrestDouble Tires Without Backrest Single Tire Double Tires Single Tire Double Tires Single Tire Double Tires 

* Standard

Overall Height  
(Lowered) (mm)

Free Lift
(mm)

Mast Type

2-
Stage  

limited 
free lift

2-
Stage full 

free lift

3-
Stage full 

free lift

Load Capacity without  
side shift at 600 mm LC (kg)

Load Capacity with 
side shift at 600 mm LC (kg)

Truck Weight  
Unloaded (kg)

Maximum 
Fork Height 

(mm)

Tilt 
Angle

(degree)Single Tire With BackrestDouble Tires Without Backrest Single Tire Double Tires Single Tire Double Tires Single Tire Double Tires 






